
DRUM SEEDER LINE ZETA
TECHNICAL SHEET

SPECIFICATIONS PARTS INCLUDED

•  Drum system:     Customized 300-cell  
Lännen tray

 
•  Tray dimensions:     Max. 750 x 500 mm

•  Tray height:  Adjustable 75 - 130 mm

• Belt dimensions:    2.300 x 450 mm

• Capacity:    200 - 650 trays/hour with 
    single seeds*

• Speed/Position:    Electronically controlled

• Programs:    99 programs, incl. Multiseeding     
    (1-99 seeds per cell)

• Total lenght:    Line excl. stack belt: 5.323 mm

* The estimated capacity is based on using 
original Ellepot papers or Ellepot membranes

• Drum seeder:    Frame and body (hot galvanised -   
    epoxy coated). 
   
• 605 kg:    Test program and control panel tray  
   guiding rails, vibrating seed container,  vacuum  
   system.

• Seeding system:    Drums:0,25  - 0,40  and 0,80   
   custom for single seeds. Synchronisation system,  
   seed singulation blow-off system.   
   Automatic drum cleaning.

•  Manual:    English 

•  CE-certified:    CE

SUPPLY

• Power supply:    3*400 volt + N + ground 

• Air consumption:    200 liter/min.

• Water consumption:     Max. 60 liter/ minute/ 2 bar
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